08-07-2021

TECHTALK
ENVAQUA

EDWIN JONKER : T
KEMIRA ; I i M NS

Kemira




Controle van micro en macro
vervuiling in once- thru

koelsystemen met behulp var Y

Permierenzuur

Kemira 08-07-2021  TECHTALK ENVAQUA




TECHTALK ENVAQUA

Oppervlakte water

gt

micro and macro vervumng mossel groel .
legionella mtdagmgen |

e

\
PR }'\L >

Kemira 08-07-2021 TECHTALK ENVAQUA



Macro fouling / zebra mossels

Dreissena polymorpha
(Zebra mussel)

(Actual size = 15 mm)

Voortplanting |
« Temp 13-16 °C (mei-sept) —
« Tot 1 miljoen eitjes S f‘n e W SN

L », S

» Larve stadia van 50- 200 ym

Sits flat on ventral side

- 7> Triangular in shape
7 .L/\JJ\L A

Color patterns vary
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CONTROL METHODS

Zebra mossels

OXIDERENDE BIOCIDES

BLEEKLOOG,
CHLOORDIOXIDE,
WATERSTOFPEROXIDE
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CONTROLE METHODES

Zebra mossels

Oxiderende biocides

Alternatief
Permierenzuur?

Actief op micro en macro
vervuiling.

Viable L. pneumophila colonies were not detected after the disinfection with 2 and 4 mg PFA/L (Table 1).
However, some L. pneumophila growth was detected when 1 mg PFA/L concentration was used. The
reduction-% was 99.8% with the 1 mg PFA/L dose.

Table 1. The effect of performic acid on the viabiity of L. pneumophila after disinfection with 0, 1, 2 &
J

and 4 mg PFAL with 10 minutes contact time. The detection limit was 10 cfu/mL

-~

Concentration, mg PFALL Sacterial densiy, clu/mL Reduction-%
Mean Range
0 mgL 6.3 x 10° 44x10°-7.1 x10° -
1 mgiL 1.3 x 102 1.1 % 10%- 1.4 x 10° 99.8
2mgiL nd' nd' 100
4mgiL nd' nd' 100

"nd = not detected
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5.2 Organisms 210 and <50 ym

8.0

7.0

Organims content (ULog CFU/100 mL)

Log reduction of ¢fu

The ballast water discharge standard for organisms 210 and <50 um is <10 organisms per mL.
Compliance with the discharge standard was verified by use of the total of viable organisms de-
termined by use of vital stain in lab-scale test #1; and by use of primary production in lab-scale
test #2, The measurements of algal primary production showed a decrease of 85-100% after
treatment with DesInfix compared with untreated ballast water.

The following treatment was almost fulfilling the discharge standard:

+ 55 ppm DesInfix after a contact period of 100 minutes (12 viable organisms were
counted)

Significant decrease in the primary production was seen with the following treatments:
s 35 ppm Desinfix after a contact period of 1 hour (93% reduction)
* 50 ppm Desinfix after a contact period of 1 hour (100% reduction)
® 35 ppm DesInfix after a contact period of 3 hours (85% reduction)
e 50 ppm DesInfix after a contact period of 3 hours (91% reduction)
e 35 ppm DesInfix after a contact period of 5 hours (91% reduction)

* 50 ppm DesInfix after a contact period of 5 hours (95% reduction)

- Faecal coliforms - Enterococcus feacal -=-Salmonella spp. ~Clostridium spores

WHO criterial water rede,
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Permierenzuur

Permierenzuur is een reactieproduct van mierenzuur met waterstofperoxide
» Het kleinst mogelijke perzuurmolecuul ter wereld
« Zeer hoge permeabiliteit van microbi€le celmembranen

« Hoog biocidaal effect
CATALYST // 0

HCOOH + H,0, —— HC _ + H,0
OOH

« Evenwichts reactie ongeveer 15% permierenzuur

« Korte halfwaarde tijd |

* Insitu productie noodzakelijk VS bt
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Permierenzuur als effectieve groene biocide

Voordelen Nadelen

Snelle reactie - Korte halfwaarde tijd

Korte halfwaarde tijd - Insitu productie noodzakelijk (Veiligheid!)
Geen bijproducten - pH afhankelijk
Bruikbaar bij lozing op oppervlakte water — Minder actief bij hogere pH

Laag corrosiepotentiaal (in vergelijk met
chloor)
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Permierenzuur als effectieve groene biocide

* Insitu productie
* Veilig en effectief
« Kemira KemConnect DEX unit
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Installaties in gebruik bij Effluent behandeling AWZI
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Permierenzuur als effectieve groene biocide

* Mogelijk alternatief bij behandeling van once thru koelsystemen

» Geen bijproducten

* Veilig en economisch insitu aan te maken met KemConnect™ DEX 2 g
« Bewezen technologie op effluent RWZI behandeling X .‘
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Dank voor uw aandacht
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